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xvi
About This Book

This book contains detailed information about the MAINVIEW for VTAM 
product and is intended for network administrators, system administrators, 
and system programmers.

To use this book, you should be familiar with the following items:

• Multiple Virtual Storage (MVS) systems, job control language (JCL), 
and the Interactive System Productivity Facility (ISPF)

• your client and host operating systems

For example, you should know how to respond to ISPF panels and how to 
perform common actions in a window environment (such as choosing menu 
items and resizing windows).

How This Book Is Organized

This book is organized as follows:

In addition, an index appears at the end of the book.

Chapter Description

Chapter 1, “Installation Overview” provides an overview of the installation process

Chapter 2, “Installation Preparation” provides information about preparing to install MAINVIEW for 
VTAM in your environment

Chapter 3, “Installation Customization” describes how to customize MAINVIEW for VTAM for operation 
in your environment

Chapter 4, “Additional Customization” describes how to customize ULTRAOPT™ to collect network 
control program data

Chapter 5, “Startup Parameters” describes startup parameters that you can use with 
MAINVIEW for VTAM
BMC Software, Inc., Confidential and Proprietary Information
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Related Documentation

BMC Software products are supported by several types of documentation:

• online and printed books
• online Help
• release notes and other notices

In addition to this book and the online Help, you can find useful information 
in the following publications:

Category Document Description

installation 
documents

Implementing Security for MAINVIEW 
Products

describes how to implement MAINVIEW 
security with your external security 
manager to protect MAINVIEW product 
resources from user access

MAINVIEW Common Customization 
Guide

provides instructions for manually 
customizing the MAINVIEW environment 
for your products

MAINVIEW Installation Requirements 
Guide

provides product-specific information such 
as software and storage requirements, 
product libraries, and FMIDs

OS/390 and z/OS Installer Guide provides instructions for using the 
installation system, and describes the 
Product Authorization utility and 
AutoCustomization

ULTRAOPT Customization Guide provides instructions for customizing 
ULTRAOPT
BMC Software, Inc., Confidential and Proprietary Information
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Online and Printed Books

The books that accompany BMC Software products are available in online 
format and printed format. If you are a Windows or Unix user, you can view 
online books with Acrobat Reader from Adobe Systems. The reader is 
provided at no cost, as explained in “To Access Online Books.” You can also 
obtain additional printed books from BMC Software, as explained in “To 
Request Additional Printed Books.”

core documents BMC Software Subsystem User Guide provides information about the operation, 
implementation, and messages that are 
issued by the BMC Software Subsystems

MAINVIEW Administration Guide provides information about MAINVIEW 
operations, targets, single-system image 
contexts, MAINVIEW Alarm Manager, data 
sets, view customization, and diagnostic 
facilities

MAINVIEW Alarm Manager User Guide describes how to create and install alarm 
definitions that indicate when exceptions 
occur in a sysplex

MAINVIEW Alternate Access 
Implementation and User Guide

explains how to configure, start, and stop 
VTAM and EXCP AutoLogon sessions to 
access MAINVIEW products without an 
active TSO subsystem

MAINVIEW for VTAM User Guide provides information about product 
features, product functions, and how to 
use MAINVIEW for VTAM

MAINVIEW Quick Reference provides a quick reference for MAINVIEW 
terminal sessions, logs, data sets, targets, 
contexts, windows mode, and full-screen 
mode and describes the functions, syntax, 
and parameters of the commands that are 
used to manage the MAINVIEW window 
environment

ULTRAOPT General Information provides an overview of ULTRAOPT

ULTRAOPT Messages Manual provides a list of messages you can 
receive while using ULTRAOPT

ULTRAOPT User Guide provides information about using 
ULTRAOPT in your data center

Using MAINVIEW provides information about working with 
MAINVIEW products in windows mode 
and full-screen mode

supplemental 
documents

release notes, flashes, technical bulletins provide current information about 
MAINVIEW for VTAM

Category Document Description
BMC Software, Inc., Confidential and Proprietary Information
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To Access Online Books

Online books are formatted as Portable Document Format (PDF) files. You 
can view them, print them, or copy them to your computer by using Acrobat 
Reader 3.0 or later.You can also access online books from the documentation 
compact disc (CD) that accompanies your product.

To view any online book that BMC Software offers, visit the cusomter 
support page of the BMC Software Web site at 
http://www.bmc.com/support.html.

To Request Additional Printed Books

BMC Software provides printed books with your product order. To request 
additional books, go to http://www.bmc.com/support.html.

Online Help

MAINVIEW for VTAM includes online Help. In the MAINVIEW for 
VTAM ISPF interface, you can access Help by pressing F1 from any ISPF 
panel.

Release Notes and Other Notices

Printed release notes accompany each BMC Software product. Release notes 
provide current information such as

• updates to the installation instructions
• last-minute product information

In addition, BMC Software sometimes provides updated product information 
between releases (in the form of a flash or a technical bulletin, for example). 
The latest versions of the release notes and other notices are available on the 
Web at http://www.bmc.com/support.html.
BMC Software, Inc., Confidential and Proprietary Information
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Conventions

This book uses the following general conventions:

This book uses the following types of special text:

Note: Notes contain important information that you should consider.

Warning! Warnings alert you to situations that could cause problems, such 
as loss of data, if you do not follow instructions carefully.

Tip: Tips contain useful information that may improve product 
performance or that may make procedures easier to follow.

Item Example

information that you are 
instructed to type

Type SEARCH DB in the designated field.

specific (standard) 
keyboard key names

Press Enter.

field names, text on a 
panel

Type the appropriate entry in the Command field.

directories, file names, 
Web addresses

The BMC Software home page is at www.bmc.com.

nonspecific key names, 
option names

Use the HELP function key.

KEEPDICTIONARY option

MVS calls, commands, 
control statements, 
keywords, parameters, 
reserved words

Use the SEARCH command to find a particular object.

code examples, syntax 
statements, system 
messages, screen text

//STEPLIB DD

The table table_name is not available.

emphasized words, new 
terms, variables

The instructions that you give to the software are called 
commands.

In this message, the variable file_name represents the 
file that caused the error.
BMC Software, Inc., Confidential and Proprietary Information
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Chapter 1 Installation Overview

This chapter provides an overview of the installation process. This chapter 
contains the following sections:

Installation System . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1-2
Installation Checklist  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1-3

Combining Checklists for Multiple Products. . . . . . . . . . . . . . . . . . . 1-3
Products . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1-3
Preparation Steps . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1-4
Installation Steps  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1-5
Customization Steps. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1-6
Where To Go From Here . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1-7
BMC Software, Inc., Confidential and Proprietary Information
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Installation System
Installation System

The MAINVIEW for VTAM product can be installed by using the OS/390 
and z/OS Installer. The installation system provides the combined benefits of 
IEBCOPY and System Modification Program Extended (SMP/E).

• IEBCOPY loads all the required elements from tape but does not create a 
change management environment.

• SMP/E performs the actions of IEBCOPY and implements a change 
management environment.

The installation system combines tape images, copies files to your system 
(IEBCOPY or SMP/E), and creates installation job control language (JCL). 
The installation system delivers the speed and simplicity of IEBCOPY and 
the control and flexibility of SMP/E, enabling a fast customization path for 
customers who require a rapid installation and the ability to view each 
customization step.

The installation system provides the following options for installing your 
BMC Software products:

• Standard installation:

— IEBCOPY unload (required)
— SMP/E library creation (optional)

• Full SMP/E installation

The installation system provides a consistent distribution, installation, 
customization, and maintenance process for installing BMC Software 
solutions on OS/390 and z/OS platforms. For more information about 
installing MAINVIEW for VTAM by using the OS/390 and z/OS Installer, 
see the OS/390 and z/OS Installer Guide. For information about customizing 
MAINVIEW for VTAM when you have used the OS/390 and z/OS Installer, 
see Chapter 3, “Installation Customization.”
BMC Software, Inc., Confidential and Proprietary Information
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Installation Checklist
Installation Checklist

The installation checklist outlines the steps that you must perform to install 
and run your product (or products). The checklist summarizes what you must 
do and refers you to detailed instructions.

The checklist is divided into the following sections:

• “Preparation Steps” on page 1-4
• “Installation Steps” on page 1-5
• “Customization Steps” on page 1-6

When you have completed the installation, see “Where To Go From Here” 
on page 1-7.

Combining Checklists for Multiple Products

The checklist is for the product (or products) that are listed in “Products” on 
page 1-3. You can use the Installation Checklist Generator to create a 
checklist that integrates the checklist in this book with checklists in other 
product books.

When you use the checklist generator, you select the products that you are 
going to install and the checklist generator produces an integrated checklist. 
The integrated checklist outlines all steps that you must complete for 
successful installation of all your products.

The checklist generator is available on your documentation CD. For 
information about running the checklist generator, see the OS/390 and z/OS 
Installer Guide.

Products

This checklist pertains to the following BMC Software products:

• MAINVIEW for VTAM version 1.3.00
BMC Software, Inc., Confidential and Proprietary Information
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Preparation Steps
Preparation Steps

The following preparation steps help you prepare for installation of your 
products. The steps describe the tasks that you must complete and the items 
that you must assemble before you start installation.

Step Task Description Reference

1 assemble needed 
materials

Gather all installation tapes, tape 
cover letters, product release notes, 
product technical bulletins, the 
OS/390 and z/OS Installer Guide, 
customization guides, planning 
guides, and so on.

your product shipment and the 
support page on the BMC 
Software Web site

2 review product release 
notes

The release notes describe 
enhancements, changes, and fixes 
for a product and contain important 
information you need to know. 

your product shipment

3 review technical 
bulletins and flashes

Technical bulletins and flashes 
contain information about problems 
that have been identified since the 
product was last released.

your product shipment or the 
support page on the BMC 
Software Web site

4 obtain product 
passwords

Contact BMC Software to obtain the 
passwords for your products.

OS/390 and z/OS Installer 
Guide, “BMC Software Product 
Authorization” appendix
product authorization letter

5 read prerequisites Prerequisites state the operating 
system version requirements, space 
requirements, authorization 
requirements, and so on.

MAINVIEW Installation 
Requirements Guide, 
“Installation Prerequisites” 
chapter
(order a printed copy)

MAINVIEW for VTAM 
Customization Guide, 
“Installation Preparation” 
chapter

6 read installation 
considerations

Installation considerations describe 
information about running with other 
products and product 
implementation.

MAINVIEW for VTAM 
Customization Guide, 
“Installation Preparation” 
chapter

7 obtain authorization to 
complete the installation

Reading the installation tapes or 
creating the installation data sets 
might require RACF authorization.

contact your system 
administrator, security 
administrator, or other 
administrator

8 obtain authorization to 
complete customization

Customization of some products 
might require APF authorization.

MAINVIEW for VTAM 
Customization Guide, 
“Installation Preparation” 
chapter

9 complete planning, 
testing, and setup

This information is required before 
product installation and for migration 
from another product. 

MAINVIEW for VTAM 
Customization Guide, 
“Installation Preparation” 
chapter
BMC Software, Inc., Confidential and Proprietary Information
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Installation Steps
Installation Steps

The following installation steps help you run the BMC Software OS/390 and 
z/OS Installer to successfully complete installation for all of your OS/390 
and z/OS BMC Software products. The installation system combines tape 
images, copies files to your system (Standard or SMP/E), creates installation 
JCL, and applies maintenance to installed products.

Step Task Description Reference

1 understand the 
installation system

The installation system has features 
and functions that you should be 
familiar with before using it.

OS/390 and z/OS Installer 
Guide, “Introduction” chapter

2 unload the base 
installation libraries from 
the installation tape

The base installation libraries 
contain the installation system.

OS/390 and z/OS Installer 
Guide, “Using the Installation 
System” chapter

3 create the customized 
installation libraries

The customized installation libraries 
specify a site-specific installation 
environment.

OS/390 and z/OS Installer 
Guide, “Using the Installation 
System” chapter

4 start the installation 
system

The installation system automates 
many installation steps.

OS/390 and z/OS Installer 
Guide, “Using the Installation 
System” chapter

5 specify repository 
information

The repository profile contains 
installation and customization 
options that are used when 
performing subsequent installations.

OS/390 and z/OS Installer 
Guide, “Using the Installation 
System” chapter

6 specify user options The user options determine how the 
installation system runs and specify 
where installation JCL is stored.

OS/390 and z/OS Installer 
Guide, “Using the Installation 
System” chapter

7 select the products to 
install

The installation system generates 
all the steps necessary for the 
products you want to install.

OS/390 and z/OS Installer 
Guide, “Using the Installation 
System” chapter

8 run the JCL that was 
created by the 
installation system

The installation system presents 
installation JCL for your approval 
and helps you to run the JCL.

OS/390 and z/OS Installer 
Guide, “Running Installation 
JCL” chapter

9 specify product 
authorization passwords

Permission to run your products is 
granted.

OS/390 and z/OS Installer 
Guide, “Using the Installation 
System” chapter

10 verify installation Some products include an 
installation verification program 
(IVP) or provide information to verify 
installation.

MAINVIEW Common 
Customization Guide, 
“Customizing the MAINVIEW 
Environment” chapter
BMC Software, Inc., Confidential and Proprietary Information
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Customization Steps
Customization Steps

The following customization steps describe the tasks that you must complete 
to run your product (for some products, additional customization options 
might be available once the product is running). Some tasks might be 
performed by using the installation system, while other tasks might be 
performed by using a separate utility.

Step Task Description Reference

1 choose the 
customization option in 
the installation system

Customization is started through the 
customization option in the 
installation system.

OS/390 and z/OS Installer 
Guide, “Using the Installation 
System” chapter

2 create or update system 
objects, components, or 
resources

System objects, components, and 
resources include such items as 
sysplex or coupling facility, VTAM, 
TCP/IP, and LPARs.

MAINVIEW for VTAM 
Customization Guide, 
“Installation Customization” 
chapter

3 create or update 
subsystem objects, 
components, or 
resources

Subsystem objects, components, 
and resources include such items 
as DB2 plans, DB2 table spaces, 
and APPLIDs.

MAINVIEW for VTAM 
Customization Guide, 
“Installation Customization” 
chapter

4 allocate, create, or 
update data sets or files

Many products require specific data 
sets or files.

MAINVIEW for VTAM 
Customization Guide, 
“Installation Customization” 
chapter

5 set up data collectors Many products use a data collector 
to store system data that they have 
collected.

MAINVIEW for VTAM 
Customization Guide, 
“Installation Customization” 
chapter

6 install or update the 
interface

Some products require 
customization of ISPF or require the 
use of an interface other than ISPF.

MAINVIEW for VTAM 
Customization Guide, 
“Installation Customization” 
chapter

7 create or update profiles 
or global parameters

Most products require profiles or 
parameters to be set or updated.

MAINVIEW for VTAM 
Customization Guide, 
“Installation Customization” 
chapter

8 create or update the 
initialization PROC, 
CLIST, REXX EXEC, or 
started task

Most products require a startup 
routine to run.

MAINVIEW for VTAM 
Customization Guide, 
“Installation Customization” 
chapter

9 define or update 
security

All products provide information for 
interfacing to RACF or other 
security products. Some products 
include their own security features 
in addition to or instead of RACF 
security.

Implementing Security, 
“Enhanced Security” section
MAINVIEW for VTAM 
Customization Guide, 
“Installation Customization” 
chapter

10 implement user exits Some products provide user exits 
for interfacing with the product.

MAINVIEW for VTAM 
Customization Guide, 
“Installation Customization” 
chapter
BMC Software, Inc., Confidential and Proprietary Information
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Where To Go From Here
Where To Go From Here

When installation of your products is complete, refer to the following books:

For information about preparing for the installation, see Chapter 2, 
“Installation Preparation.”

11 perform additional 
customization tasks for 
your products

Some products require additional 
tasks to be performed before the 
products are completely installed.

MAINVIEW for VTAM 
Customization Guide, “Other 
Customization” chapter

12 verify customization Some products provide information 
to verify customization of the 
product.

MAINVIEW for VTAM 
Customization Guide, 
“Installation Customization” 
chapter

Product Book

MAINVIEW for VTAM MAINVIEW for VTAM Customization Guide

ULTRAOPT/CICS ULTRAOPT Customization Guide

ULTRAOPT/IMS ULTRAOPT Customization Guide

Step Task Description Reference
BMC Software, Inc., Confidential and Proprietary Information
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Chapter 2 Installation Preparation

This chapter provides information about preparing for MAINVIEW for 
VTAM installation. This chapter contains the following sections:

Overview. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2-2
Required Materials . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2-2

Checklists . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2-3
Worksheets . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2-3

Prerequisites . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2-4
System Requirements. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2-4
RACF Requirements  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2-5

Product Authorization. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2-5
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Overview
Overview

Before you install MAINVIEW for VTAM, you must gather specific 
information. This chapter describes the materials, prerequisites, and product 
authorization that can help you install and customize MAINVIEW for 
VTAM.

Required Materials

This section describes the materials that you must gather and review before 
installing MAINVIEW for VTAM.

Books and Notices

Table 2-1 lists the installation and customization books that you will need to 
install and customize MAINVIEW for VTAM.

Table 2-1 Installation and Customization Materials

Material Description

release notes, flashes, 
and technical bulletins

provide important product information and last-minute 
information

OS/390 and z/OS 
Installer Guide

provides information about the OS/390 and z/OS Installer

MAINVIEW for VTAM 
Customization Guide

provides installation planning information and instructions 
for setup and testing, and provides instructions for 
customizing MAINVIEW for VTAM when it has been 
installed by using the OS/390 and z/OS Installer
BMC Software, Inc., Confidential and Proprietary Information
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Checklists
Checklists

The installation checklist outlines the steps that you must perform to install 
and run MAINVIEW for VTAM. The checklist summarizes what you must 
do and refers you to detailed instructions.

The Installation Checklist Generator is available on your documentation CD, 
and the most current version is on the BMC Software Web site at 
http://www.bmc.com/support.html. Using the checklist generator, you can 
select a set of products that are available in the installation system to produce 
an integrated checklist which lists each step that you must complete for 
successful installation.

The checklist provides the following information:

• list of preinstallation tasks to complete and items to assemble

• specific installation tasks to help you run the installation system and 
successfully complete the installation

• list of the customization tasks necessary to run your product

• references to where you can find additional or supporting information

You can run the Installation Checklist Generator, or you can copy and 
combine checklists from the customization books for the BMC Software 
products that you plan to install.

Worksheets

Worksheets are provided for many BMC Software products. A worksheet 
contains information, such as data set names and library locations, that you 
will need to complete the installation. Before beginning the installation, copy 
and combine all worksheets from the customization books for the BMC 
Software products that you plan to install.
BMC Software, Inc., Confidential and Proprietary Information
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Prerequisites
Prerequisites

This section describes system and security product prerequisites.

MAINVIEW for VTAM operates as a client in the MAINVIEW 
Infrastructure product address space (PAS) and uses MAINVIEW services. 
Installation and customization of MAINVIEW for VTAM require only a few 
steps before you can take advantage of MAINVIEW services, connect to 
ULTRAOPT, and enable MAINVIEW for VTAM.

For procedures on acquiring and installing MAINVIEW for VTAM from the 
product tape, see the MAINVIEW Installation Requirements Guide. Target 
and distribution libraries are in the base MAINVIEW installation.

System Requirements

Prerequisites are required for the installation and use of MAINVIEW for 
VTAM, including the operating system software. For more information about 
the prerequisites that are required for MAINVIEW for VTAM (and product 
group 4), see the MAINVIEW Installation Requirements Guide.

The following prerequisites are required for MAINVIEW for VTAM:

• MAINVIEW Infrastructure PAS
• MVS 4.3 through z/OS 1.2 or later
• VTAM 4.3 or later
• ULTRAOPT

Note: A license is required for ULTRAOPT functionality, including 
optimization.
BMC Software, Inc., Confidential and Proprietary Information
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RACF Requirements

A security product like Resource Access Control Facility (RACF) is required 
for the OS/390 eNetwork Communications Server version 2.5 (or later) 
Internet Protocol (IP) environment. Each unit of work in the system that 
requires Unix System Services must be associated with a Unix System 
Services identity. A valid identity refers to the presence of a valid Unix user 
ID (UID), a valid Unix group ID (GID), and a valid HOME directory for the 
user. The UID and the GID are defined through the OMVS segment, in the 
RACF profile, and in the RACF group profile.

For more information about RACF, see the IBM IP Planning and Migration 
Guide.

Note: If the started task is not defined to a user ID that has a defined 
OMVS segment, error messages might be issued. If the HOME 
directory is not specified for the user ID, the socket call might fail.

Product Authorization

Before you can use MAINVIEW for VTAM, you must perform product 
authorization. For more information about the BMC Software Product 
Authorization utility, see the OS/390 and z/OS Installer Guide.
BMC Software, Inc., Confidential and Proprietary Information
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Chapter 3 Installation Customization

This chapter provides information about customizing MAINVIEW for 
VTAM for operation in your environment. This chapter contains the 
following sections:

Overview. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3-2
AutoCustomization . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3-2

Product Customization Steps . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3-2
Executing the BFW AutoCustomization Steps  . . . . . . . . . . . . . . . . . 3-4

Manual Customization . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3-6
Task 1—Customizing the MAINVIEW Online Environment . . . . . . 3-7
Task 2—Customizing the MAINVIEW for VTAM 

Online Environment  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3-8
Task 2.A—Creating the MAINVIEW for VTAM PAS . . . . . . . . . . . 3-9
Task 2.B—Creating the Password Library. . . . . . . . . . . . . . . . . . . . . 3-11
Task 2.C—Editing the Batch Jobs . . . . . . . . . . . . . . . . . . . . . . . . . . . 3-12
Task 2.D—Creating the BMCP Started Task . . . . . . . . . . . . . . . . . . . 3-14
Task 2.E—Creating the ULTRAOPT Started Task  . . . . . . . . . . . . . . 3-15
Task 2.F—Copying VTAM Definitions to the VTAM Library . . . . . 3-16
Task 2.G—Defining the VSAM Options File and the VSAM 

Print File . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3-17
Where to Go from Here  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3-18
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Overview
Overview

This chapter describes how to customize MAINVIEW for VTAM to make 
the basic functions operational by using the following methods:

• AutoCustomization
• manual customization

When MAINVIEW for VTAM has been installed on your system, you must 
create a MAINVIEW for VTAM product address space (PAS) and customize 
the product. You can use AutoCustomization to perform create the PAS and 
the customization tasks, or you can perform the customization manually.

AutoCustomization performs most required steps, providing panels on which 
you can enter the information it needs. You might also have to perform 
additional steps to ensure the level of security that is required at your site.

To perform the customization steps manually, see the MAINVIEW Common 
Customization Guide and “Manual Customization” on page 3-6.

AutoCustomization

AutoCustomization lets you perform the minimum steps that are required to 
makethe MAINVIEW for VTAM product operational.

Product Customization Steps

When you invoke AutoCustomization and access the Product Customization 
Steps panel for MAINVIEW for VTAM, the product customization steps are 
displayed. You can customize MAINVIEW for VTAM by completing the 
AutoCustomization steps that are identified by BFW in the Product column. 
Figure 3-1 and Figure 3-2 on page 3-3 show the Product Customization Steps 
panels that are displayed for MAINVIEW for VTAM. For detailed 
information about invoking and using AutoCustomization, see the 
MAINVIEW Common Customization Guide.
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Product Customization Steps
Figure 3-1   First Sample Product Customization Steps Panel

Figure 3-2   Second Sample Product Customization Steps Panel

 BMC Software -------- PRODUCT CUSTOMIZATION STEPS    ------- Row 1 to 15 of 20 
 COMMAND ===>                                                  SCROLL ===> CSR  
                                                                                
 Valid line commands:                                Status (S)     Flag (F)    
 S - Select a step (Must be selected in sequence)    -----------   ----------   
 B - Browse a step (No action is taken; step may     + completed   o optional   
                    be browsed out of sequence)      - bypassed                 
 Step S F  Description                                                   Product
 -------------------------------------------------------------------------------
   1  +    Specify jobcards and other operational defaults                  SHR 
   2  + o  Generate JCL to run Installation Verification Program            SHR 
   3  - o  Implement GDDM/PGF support                                       SHR 
   4  - o  Implement Katakana terminal support                              SHR 
   5  +    Create site data sets for use with MainView products             SHR 
   6  + o  Create site security data set for use with MainView products     SHR 
   7  - o  Add the BMC Software load library to your system APF list        SHR 
   8  - o  Add the BMC Software load library to your system link list       SHR 
   9  +    Create CLIST for invoking MainView products                      SHR 
   10 - o  Reload all BBX services                                          SHR 
   11 +    Create the CAS (Coordinating Address Space) startup procedure    SHR 
   12 +    Create Mainview Explorer Host Server startup procedure           SHR 
   13 + o  Create MainView Vtam Product Address Space (PAS)                 BFW 
   14 + o  Create Password Library                                          BFW 
   15 + o  Online Authorization for Product codes BFW, ULI, and ULC         BFW 

 BMC Software -------- PRODUCT CUSTOMIZATION STEPS    ------ Row 16 to 20 of 20 
 COMMAND ===>                                                  SCROLL ===> CSR  
                                                                                
 Valid line commands:                                Status (S)     Flag (F)    
 S - Select a step (Must be selected in sequence)    -----------   ----------   
 B - Browse a step (No action is taken; step may     + completed   o optional   
                    be browsed out of sequence)      - bypassed                 
 Step S F  Description                                                   Product
 -------------------------------------------------------------------------------
   16 - o  Batch  Authorization for Product codes BFW, ULI, and ULC         BFW 
   17 + o  Create BMCP Started Task                                         BFW 
   18 + o  Create ULTRAOPT Started Task                                     BFW 
   19 + o  Copy VTAM Definitions to VTAM Library                            BFW 
   20 + o  Define VSAM Option File and Print File                           BFW 
 ******************************* Bottom of data ********************************
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Executing the BFW AutoCustomization Steps
Executing the BFW AutoCustomization Steps

Summary: In this task, you will execute the BFW AutoCustomization steps.

Before You Begin

If you have not used AutoCustomization, or if you are unsure about a step, 
use the browse (B) line command to browse the step before selecting it. For 
more information about AutoCustomization, see the MAINVIEW Common 
Customization Guide.

First Time Customization

Each BFW step is described in Table 3-1. The panels for each step prompt 
you for specific customization information; Help is available when you press 
F1. For more information about each BFW step, see “Manual Customization” 
on page 3-6.

Table 3-1 BFW AutoCustomization Steps for First-Time Installations

Step Description

Create MAINVIEW for VTAM 
Product Address Space (PAS)

(required) Lets you create the PAS for MAINVIEW for VTAM.

Create Password Library (required) Lets you create the JCL for the Product Authorization library data 
set that contains the password for the PAS and the ULTRAOPT started task.

Online Authorization for 
Product codes BFW, ULI, ULC

(required) Lets you interactively process Product Authorization (password) 
requests online. You can process a BMC Software–supplied password, 
display the contents of the Product Authorization table, or display information 
about the processor that you are using.

Batch Authorization for 
Product codes BFW, ULI, ULC

(required) Lets you use a batch program to manage the Product 
Authorization library.

Create BMCP Started Task (required) Lets you create and edit the BMC Software Primary Subsystem 
(BMCP) startup procedure.

Create ULTRAOPT Started 
Task

(required) Lets you create and edit the ULTRAOPT subsystem startup 
procedure.

Copy VTAM Definitions to 
VTAM Library

(optional) Lets you create the definitions in your VTAMLST that are required 
for the ULTRAOPT address space.

Define VSAM Option File and 
Print File

(optional) Lets you create the VSAM files that are required for the ULTRAOPT 
address space.
BMC Software, Inc., Confidential and Proprietary Information
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Executing the BFW AutoCustomization Steps
Maintenance or Upgrade Customization

Each BFW step is described in Table 3-2. The panels for each step prompt 
you for specific customization information; Help is available when you press 
F1. For more information about each BFW step, see “Manual Customization” 
on page 3-6.

Table 3-2 BFW AutoCustomization Steps for Maintenance or Upgrade Customizations

Step Description

Create MAINVIEW for VTAM 
Product Address Space (PAS)

(optional) Lets you create the PAS for MAINVIEW for VTAM.

Create Password Library (optional) Lets you create the JCL for the Product Authorization library data 
set that contains the password for the PAS and the ULTRAOPT started task.

Online Authorization for 
Product codes BFW, ULI, ULC

(optional) Lets you interactively process Product Authorization (password) 
requests online. You can process a BMC Software–supplied password, 
display the contents of the Product Authorization table, or display information 
about the processor that you are using.

Batch Authorization for 
Product codes BFW, ULI, ULC

(optional) Lets you use a batch program to manage the Product Authorization 
library.

Create BMCP Started Task (optional) Lets you create and edit the BMC Software Primary Subsystem 
(BMCP) startup procedure.

Create ULTRAOPT Started 
Task

(optional) Lets you create and edit the ULTRAOPT subsystem startup 
procedure.

Copy VTAM Definitions to 
VTAM Library

(optional) Lets you create the definitions in your VTAMLST that are required 
for the ULTRAOPT address space.

Define VSAM Option File and 
Print File

(optional) Lets you create the VSAM files that are required for the ULTRAOPT 
address space.
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Manual Customization

Manual customization lets you customize MAINVIEW for VTAM to best 
suit your needs. BMC Software provides AutoCustomization procedures that 
help you customize the environment automatically. This section describes the 
steps for customizing the environment manually.

Table 3-3 summarizes the manual customization process. The right column 
names the data set member containing the sample JCL that is included on the 
tape. These samples are in the hilevel.BBSAMP data set on the tape, but you 
can specify a different high-level qualifier when you write the JCL to unload 
the tape.

Table 3-3 Summary of the Manual Customization Process

Task Description
Data Set 
Member

1 Customize the MAINVIEW online environment. n/a

2 Customize the MAINVIEW for VTAM online environment. n/a

2.A Create the MAINVIEW for VTAM PAS. SOPPAS

2.B Create the password library. SOPLIB

2.C Edit the batch jobs that install your bypass Product 
Authorization password in the product authorization load 
module.

SOPSEC

2.D Edit the startup procedures for BMC Software Primary 
Subsystem.

SOPBMCP

2.E Edit the startup procedures for each product:
• MAINVIEW for VTAM
• ULTRAOPT/CICS
• ULTRAOPT/IMS

SOPULTRA

2.F Edit your VTAMLST Applid definitions. This data set 
member contains a sample definition of a VTAM Applid.

SOPVTAM

2.G Create a VSAM options file for ULTRAOPT. SOPVSAM

Create a VSAM print file for ULTRAOPT.
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Task 1—Customizing the MAINVIEW Online Environment
Task 1—Customizing the MAINVIEW Online Environment

To perform manual customization of the MAINVIEW online environment, 
see the MAINVIEW Common Customization Guide.

Note: Because of library allocations, BFW manual customization cannot be 
performed until you have completed manual customization for the 
SHR steps. Instructions for executing the SHR steps are provided in 
the MAINVIEW Common Customization Guide.
BMC Software, Inc., Confidential and Proprietary Information
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Task 2—Customizing the MAINVIEW for VTAM Online Environment
Task 2—Customizing the MAINVIEW for VTAM Online Environment

The online environment for MAINVIEW products must be customized so 
that the MAINVIEW for VTAM PAS and the MAINVIEW coordinating 
address space (CAS) can be connected.

You can customize the MAINVIEW for VTAM environment manually or 
automatically. BMC Software provides AutoCustomization procedures that 
help you customize the environment step by step. This section describes the 
steps for customizing the MAINVIEW for VTAM environment manually.
BMC Software, Inc., Confidential and Proprietary Information
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Task 2.A—Creating the MAINVIEW for VTAM PAS
Task 2.A—Creating the MAINVIEW for VTAM PAS

Summary: In this task, you will create the MAINVIEW for VTAM PAS.

Before You Begin

To customize MAINVIEW for VTAM, you must create the MAINVIEW for 
VTAM PAS startup procedure.

To create the MAINVIEW for VTAM PAS, you must first create a procedure 
in your system procedure library.

When creating the PAS procedure, you must define the same subsystem 
name in the subsystem ID (SSID) subparameter that is defined in the CAS 
PROC. The SSID value is used by the PAS during initialization to identify the 
CAS to which it connects.

To Create the MAINVIEW for VTAM PAS

Step 1 Select hilevel.BBSAMP member SOPPAS.

Step 2 To customize the SOPPAS procedure, follow the instructions at the top of the 
SOPPAS member.

The sample member is shown in Figure 3-3.

Figure 3-3   Sample BBSAMP Member SOPPAS (Part 1 of 2)

//*  CHANGE LOG:                                                                
//*                                                                             
//*         CREATED BY ?USER ON ?DATE AT ?TIME                                  
//*                                                                             
//*--------------------------------------------------------------------         
//SOPPAS   PROC                                                                 
//SOP9MV00 EXEC PGM=SOP9MV00,                                                   
//             PARM=(’SSID=?SSID’,              <--------- SUBSYSTEM ID         
//             ’XDM=NO’,                                                        
//             ’SVCPTDEF=SOP9AASP’,                                             
//             ’RECON=YES’),                                                    
//             ACCT=                            <------ ACCOUNTING INFO         
//*********************************************************************         
//*                                                                   *         
//* SSID - ?SSID       (THIS PARAMETER HAS NO DEFAULT VALUE)          *         
//*                                                                   *         
//*        SPECIFIES THE SUBSYSTEM ID USED TO IDENTIFY THE MAINVIEW   *         
//*        COORDINATING ADDRESS SPACE (CAS).  THIS PAS USES THE SSID  *         
//*        PARAMETER TO CONNECT TO THE CORRECT CAS, SO THE SAME VALUE *         
//*        MUST BE SPECIFIED BOTH FOR THIS SSID PARAMETER AND FOR THE *         
//*        CAS SSID PARAMETER.                                        *         
//*                                                                   *         
//*********************************************************************         
//STEPLIB  DD   DISP=SHR,DSN=?BBCHILV.BBLINK                                    
//*                                                                             
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Task 2.A—Creating the MAINVIEW for VTAM PAS
Figure 3-3   Sample BBSAMP Member SOPPAS (Part 2 of 2)

//* ACTION DEFINITION TABLES.                                                   
//*                                                                             
//BBACTDEF DD   DISP=SHR,DSN=?BBCHILV.BBACTDEF                                  
//*                                                                             
//* VIEW DEFINITIONS.                                                           
//*                                                                             
//BBVDEF   DD   DISP=SHR,DSN=?BBCHILV.BBVDEF                                    
//*                                                                             
//* PARM DEFINITIONS.                                                           
//*                                                                             
//BBIPARM  DD   DISP=SHR,DSN=?BBCHILV.BBPARM                                    
//*                                                                             
//SYSPRINT DD   SYSOUT=*                                                        
//SYSTERM  DD   SYSOUT=*                                                        

Step 3 Save your changes.

Step 4 Copy the member to your procedure library.
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Task 2.B—Creating the Password Library
Task 2.B—Creating the Password Library

Summary: In this task, you will create the ULTRAOPT password library.

To create the ULTRAOPT password library, perform the following steps:

Step 1 Select hilevel.BBSAMP(SOPLIB).

Step 2 To customize the SOPLIB, follow the instructions at the top of the SOPLIB 
member.

The sample member is shown in Figure 3-4.

Figure 3-4   Sample BBSAMP Member SOPLIB

//*  CHANGE LOG:                                                            
//*                                                                         
//*         CREATED BY ?USER ON ?DATE AT ?TIME                              
//*                                                                         
//*--------------------------------------------------------------------     
//*//IEFBR14  EXEC PGM=IEFBR14                                              
//*//DELETE   DD   DISP=(MOD,DELETE),DSN=?BBCHILV.BMCPSWD,                  
//*//             UNIT=SYSDA,SPACE=(TRK,0)                                  
//*--------------------------------------------------------------------     
//IEFBR14  EXEC PGM=IEFBR14                                                 
//CATLG    DD   DISP=(NEW,CATLG),DSN=?BBCHILV.BMCPSWD,                      
//             DCB=(RECFM=U,LRECL=0,BLKSIZE=19069),                         
//             UNIT=SYSDA,SPACE=(TRK,(5,5,5))                               

Step 3 Save your changes.

Step 4 Submit the job.
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Task 2.C—Editing the Batch Jobs
Task 2.C—Editing the Batch Jobs

Summary: In this task, you will edit the batch jobs that install your bypass Product 
Authorization password in the product authorization load module.

To edit the batch jobs, perform the following steps:

Step 1 Select hilevel.BBSAMP(SOPSEC).

Step 2 To customize the SOPSEC, follow the instructions at the top of the SOPSEC 
member.

The sample member is shown in Figure 3-5.

Figure 3-5   Sample BBSAMP Member SOPSEC (Part 1 of 2)

//*  CHANGE LOG:                                                                
//*                                                                             
//*         CREATED BY ?USER ON ?DATE AT ?TIME                                  
//*                                                                             
//*-------------------------------------------------------------------          
//*                                                                   *         
//*       ON THE EXEC STATEMENT:                                      *         
//*     SECSEC3B EXEC PGM=SECSEC3B,PARM=BFW                           *         
//*       THE PARM=XXX DETERMINES THE PRODUCT CODE FOR WHICH YOU      *         
//*       ARE APPLYING AUTHORIZATION CODES.                           *         
//*       BFW = MAINVIEW FOR VTAM                                     *         
//*       ULI = ULTRAOPT FOR IMS                                      *         
//*       ULC = ULTRAOPT FOR CICS                                     *         
//*                                                                   *         
//*                                                                   *         
//*  VALID KEYWORDS AND EXAMPLES ARE:                                 *         
//*                                                                   *         
//*        PSWD     ==>  PSWD=XXX,XXX,XXX,XXX                         *         
//*                        WHERE XXX,XXX,XXX,XXX IS THE PASSWORD      *         
//*                                                                   *         
//*        OLDCPUID ==>  OLDCPUID=SSSSS-MMMM                          *         
//*                        WHERE SSSSS IS THE CPU SERIAL NUMBER OF    *         
//*                                       YOUR "OLD" CPU              *         
//*                              MMMM  IS THE CPU MODEL NUMBER OF     *         
//*                                       YOUR "OLD" CPU              *         
//*           THE "OLDCPUID" KEYWORD IS USED WITH "DELETE", "REPLACE",*         
//*           AND "MODIFY" PASSWORDS.                                 *         
//*                                                                   *         
//*        NEWCPUID ==>  NEWCPUID=CCCCC-NNNN                          *         
//*                        WHERE CCCCC IS THE CPU SERIAL NUMBER OF    *         
//*                                       YOUR "NEW" OR CURRENT CPU   *         
//*                              NNNN  IS THE CPU MODEL NUMBER OF     *         
//*                                       YOUR "NEW" OR CURRENT CPU   *         
//*           THIS KEYWORD IS USED WITH "ADD" AND "REPLACE PASSWORDS  *         
//*                                                                   *         
//*        LIST    ==>   LIST                                         *         
//*           THIS KEYWORD WILL LIST ALL OF THE ENTRIES IN THE        *         
//*           PRODUCT AUTHORIZATION TABLE.                            *         
//*                                                                   *         
//*                                                                   *         
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Task 2.C—Editing the Batch Jobs
Figure 3-5   Sample BBSAMP Member SOPSEC (Part 2 of 2)

//* KEYWORD SYNTAX FOR PSWD, NEWCPUID, OLDCPUID:                      *         
//*    THE SYNTAX FOR THE PSWD, NEWCPUID, AND OLDCPUID KEYWORDS IS    *         
//*    FREE FORM.  THESE KEYWORDS MAY START IN ANY COLUMN AND IN ANY  *         
//*    ORDER AS LONG AS THE STATEMENT DOES NOT EXCEED COLUMN 72.      *         
//*    ALL KEYWORDS MUST BE SPECIFIED ON A SINGLE LINE WITHOUT        *         
//*    COMMENTS.  THE SYSIN CONTROL STATEMENT CAN NOT BE CONTINUED.   *         
//*    MULTIPLE SYSIN CONTROL STATEMENTS CAN BE PROCESSED IN A        *         
//*    SINGLE JOB STEP.                                               *         
//*                                                                   *         
//* KEYWORD SYNTAX FOR LIST:                                          *         
//*    THE LIST KEYWORD CAN NOT BE SPECIFIED WITH ANY OTHER KEYWORD.  *         
//*    IF SPECIFIED IN CONJUNCTION WITH OTHER KEYWORDS, IT WILL BE    *         
//*    IGNORED AND WILL NOT BE PROCESSED.  THE LIST KEYWORD SHOULD    *         
//*    NOT EXCEED COLUMN 72.                                          *         
//*                                                                   *         
//* EXAMPLES:                                                         *         
//*                                                                   *         
//*PROCESS AN "ADD" PASSWORD:                                         *         
//*     PSWD=123,456,789,ABC      NEWCPUID=98765-4321                 *         
//*                                                                   *         
//*PROCESS A "DELETE" PASSWORD:                                       *         
//*     PSWD=123,456,789,ABC      OLDCPUID=98765-4321                 *         
//*                                                                   *         
//*PROCESS A "MODIFY" PASSWORD:                                       *         
//*     PSWD=123,456,789,ABC      OLDCPUID=98765-4321                 *         
//*                                                                   *         
//*PROCESS A "REPLACE" PASSWORD:                                      *         
//*     PSWD=123,456,789,ABC OLDCPUID=98765-4321 NEWCPUID=98777-4321  *         
//*                                                                   *         
//*PROCESS A "TEMPORARY" PASSWORD:                                    *         
//*     PSWD=123,456,789,ABC                                          *         
//*                                                                   *         
//*REPORT PROCESSOR INFORMATION AND AUTHORIZATION:                    *         
//*     LIST                                                          *         
//*                                                                   *         
//*********************************************************************         
//*                                                                             
//SECSEC3B EXEC PGM=SECSEC3B,PARM=BFW           <-- CHANGE IF NECESSARY         
//*                                                                             
//STEPLIB  DD   DISP=SHR,DSN=?BBLINK                                            
//SYSPRINT DD   SYSOUT=*                                                        
//SYSLIB   DD   DISP=SHR,DSN=?BBCHILV.BMCPSWD                                   
//SYSIN    DD   *                                                               
 LIST                                                                           
/*                                                                              

Step 3 Save your changes.

Step 4 Submit the job.
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Task 2.D—Creating the BMCP Started Task
Task 2.D—Creating the BMCP Started Task

Summary: In this task, you will create the BMC Software Primary Subsystem (BMCP) 
started task.

For more information about BMCP, see the BMC Software Subsystem User 
Guide. To create the BMCP started task, perform the following steps:

Step 1 Select hilevel.BBSAMP(SOPBMCP).

Step 2 To customize the SOPBMCP, follow the instructions at the top of the 
SOPBMCP member.

The sample member is shown in Figure 3-6.

Figure 3-6   Sample BBSAMP Member SOPBMCP

//*  CHANGE LOG:                                                                
//*                                                                             
//*         CREATED BY ?USER ON ?DATE AT ?TIME                                  
//*                                                                             
//*--------------------------------------------------------------------         
//SOPBMCP  PROC                                                                 
//*                                                                             
//* THIS PROCEDURE STARTS THE BMC PRIMARY SUBSYSTEM                             
//* AND SHOULD BE MODIFIED BY THE INSTALLER TO ENSURE                           
//* THE VALUE SPECIFIED FOR THE FOLLOWING PARAMETER                             
//* IS CONSISTENT WITH THE INSTALLATION’S STANDARDS:                            
//*                                                                             
//*    SUBSYSID =BMCP         SPECIFIES THE 4-CHARACTER NAME THAT               
//*                           THE SUBSYSTEM IS TO BE KNOWN BY.                  
//*                           IT CANNOT BE THE SAME AS THE MAINVIEW             
//*                           CAS SUBSYSTEM NAME.                               
//*                           IT CANNOT BE THE SAME AS THE ULTRAOPT             
//*                           SUBSYSTEM NAME.                                   
//*                                                                             
//* ONCE THE BMC PRIMARY SUBSYSTEM HAS BEEN STARTED, THIS                       
//* PARAMETER IS UNMODIFIABLE UNTIL THE NEXT IPL.                               
//*                                                                             
//* ON SUBSEQUENT STARTS WITHOUT AN INTERVENING IPL, IT                         
//* WILL BE IGNORED.                                                            
//*                                                                             
//SSAS     EXEC PGM=BPSMDSP4,                                                   
//             PARM=’SUBSYSID=BMCP’,            <--------- SUBSYSTEM ID         
//             REGION=2048K,                                                    
//             TIME=1440,                                                       
//             ACCT=                            <------ ACCOUNTING INFO         
//STEPLIB  DD   DISP=SHR,DSN=?BBCHILV.BBLINK                                    

Step 3 Save your changes.

Step 4 Copy the member to your procedure library.
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Task 2.E—Creating the ULTRAOPT Started Task
Task 2.E—Creating the ULTRAOPT Started Task

Summary: In this task, you will create the ULTRAOPT started task.

Note: The UNIX for OS/390 (OMVS) segment must be defined in your 
external security facility. For more information, see “RACF 
Requirements” on page 2-5.

To create the ULTRAOPT started task, perform the following steps:

Step 1 Select hilevel.BBSAMP(SOPULTRA).

Step 2 To customize the SOPULTRA, follow the instructions at the top of the 
SOPULTRA member. The sample member is shown in Figure 3-7.

Figure 3-7   Sample BBSAMP Member SOPULTRA

//*  CHANGE LOG:                                                              
//*                                                                           
//*         CREATED BY ?USER ON ?DATE AT ?TIME                                
//*                                                                           
//*--------------------------------------------------------------------         
//*                                                                             
//* THIS PROCEDURE STARTS THE ULTRAOPT SUBSYSTEM                                
//* AND SHOULD BE MODIFIED BY THE INSTALLER TO ENSURE                           
//* THAT THE VALUES SPECIFIED FOR THE FOLLOWING PARAMETERS                      
//* ARE CONSISTENT WITH THE INSTALLATION’S STANDARDS:                           
//*                                                                             
//*    SUBSYSID=BSOP          SPECIFIES THE 4-CHARACTER NAME THAT               
//*                           THE SUBSYSTEM IS TO BE KNOWN BY.                  
//*                           IT CANNOT BE THE SAME AS THE BMC                  
//*                           PRIMARY SUBSYSTEM NAME.                           
//*                           IT CANNOT BE THE SAME AS THE MAINVIEW             
//*                           CAS SUBSYSTEM NAME.                               
//*                                                                             
//* THIS PARM, ONCE SELECTED, IS UNMODIFIABLE UNTIL THE NEXT IPL.               
//* ON SUBSEQUENT RESTARTS WITHOUT AN INTERVENING IPL,                          
//* IT WILL BE IGNORED.                                                         
//*                                                                             
//*    APPLID=SOPACB      SPECIFIES THE REQUIRED VTAM APPLID                    
//*                                                                             
//SOPULTRA PROC                                                                 
//SOPINM01 EXEC PGM=SOPINM01,                                                   
//             PARM=(’SUBSYSID=BSOP’,           <--------- SUBSYSTEM ID         
//             ’NOINT’,                                                         
//             ’APPLID=SOPACB’),                <--------- VTAM APPLID          
//             REGION=0M,                                                       
//             TIME=1440                                                        
//SYSUDUMP DD   SYSOUT=A                                                        
//STEPLIB  DD   DISP=SHR,DSN=?BBCHILV.BBLINK                                    
//         DD   DISP=SHR,DSN=NCP3705.NCPLIB     <--------- NCP RRT              
//VTAMLST  DD   DISP=SHR,DSN=SYS1.VTAMLST       <--------- NCP SOURCE           
//BMCPSWD  DD   DISP=SHR,DSN=?BBCHILV.BMCPSWD   <--------- PSWD DSN             

Step 3 Save your changes.

Step 4 Copy the member to your procedure library.
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Task 2.F—Copying VTAM Definitions to the VTAM Library
Task 2.F—Copying VTAM Definitions to the VTAM Library

Summary: In this task, you will copy VTAM definitions to the VTAM library.

To copy VTAM definitions to the VTAM library, perform the following 
steps:

Step 1 Select hilevel.BBSAMP(SOPVTAM).

Step 2 To customize the SOPVTAM, follow the instructions at the top of the 
SOPVTAM member.

The sample member is shown in Figure 3-8.

Figure 3-8   Sample BBSAMP Member SOPVTAM

//*  CHANGE LOG:                                                                
//*                                                                             
//*         CREATED BY ?USER ON ?DATE AT ?TIME                                  
//*                                                                             
//*--------------------------------------------------------------------         
//*   THIS JOB COPIES THE SAMPLE VTAM APPLID DEFINITIONS TO                     
//*   SYS1.VTAMLIST.                                                            
//*--------------------------------------------------------------------         
//IEBGENER EXEC PGM=IEBGENER                                                    
//SYSPRINT DD   SYSOUT=*                                                        
//SYSUT1   DD   *                                                               
         VBUILD TYPE=APPL                                                       
SOPACB   APPL  ACBNAME=SOPACB,              <-- CHANGE IF NECESSARY    *        
               AUTH=(ACQ,SPO),                                         *        
               SRBEXIT=YES,                                            *        
               SONSCIP=YES                                                      
SOPNPA   APPL  ACBNAME=SOPNPA,              <-- CHANGE IF NECESSARY    *        
               AUTH=(ACQ,SPO),                                         *        
               PARSESS=NO                                                        
/*                                                                              
//SYSUT2   DD   DISP=SHR,                                                       
//       DSN=SYS1.VTAMLST(SOPAPPL)         <-- CHANGE IF NECESSARY              
//SYSIN    DD   DUMMY                                                           

Step 3 Save your changes.

Step 4 Submit the job.
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Task 2.G—Defining the VSAM Options File and the VSAM Print File
Task 2.G—Defining the VSAM Options File and the VSAM Print File

Summary: In this task, you will define the VSAM options file and the VSAM print file.

Before You Begin

Use the data set member SOPVSAM to perform the following tasks:

• define VSAM options file
• define VSAM print file
• create FDT member and place it in the load library

If you are installing one or more of the ULTRAOPT products on multiple 
systems, complete this task then see the “Implementation Tips” chapter in the 
ULTRAOPT Customization Guide.

To Define the VSAM Options File and the VSAM Print File

Step 1 Select hilevel.BBSAMP(SOPVSAM).

Step 2 To customize the SOPVSAM, follow the instructions at the top of the 
SOPVSAM member.

The sample member is shown in Figure 3-9.

Figure 3-9   Sample BBSAMP Member SOPVSAM (Part 1 of 2)

//*                                                                             
//*   THIS JOB CREATES THE OPTIONS VSAM FILE AND FDT.                           
//*   THIS JOB CREATES THE PRINT   VSAM FILE AND FDT.                           
//*                                                                             
//* SYSID MUST BE THE SMFID OF THE MACHINE ULTRAOPT WILL RUN ON.                
//*                                                                             
//SOPBAMS  EXEC PGM=SOPBAMS,PARM=’SYSID=?SMFID’ <-- CHANGE IF NECESSARY         
//*                                                                             
//STEPLIB  DD   DISP=SHR,DSN=?BBCHILV.BBLINK                                    
//*                                                                             
//AUTHLIB  DD   DISP=SHR,DSN=?BBCHILV.BBLINK                                    
//*                                                                             
//SYSPRINT DD   SYSOUT=*                                                        
//SYSUDUMP DD   SYSOUT=*                                                        
//*-------------------------------------------------------------------*         
//*    SPECIFY THE VOL SER AND THE USER CATALOG.                      *         
//*    THE DATA SET NAMES MAY BE CHANGED.                             *         
//*-------------------------------------------------------------------*         
//SYSIN    DD   *                                                               
       DELETE ?BBCHILV.SOPOPT CLUSTER                                           
       DEFINE CLUSTER (NAME(?BBCHILV.SOPOPT) -                                  
              VOLUMES(111111)        /* <--------------- CHANGE */  -           
              FILE(SOPOPT) -                                                    
              RECORDS(10,5) -                                                   
              NUMBERED -                                                        
              UNIQUE -                                                          
              RECORDSIZE(4084,4084)) -                                          
              DATA (NAME(?BBCHILV.SOPOPT.DATA))                                 
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Where to Go from Here
Figure 3-9   Sample BBSAMP Member SOPVSAM (Part 2 of 2)

       DELETE ?BBCHILV.SOPPRINT CLUSTER                                         
       DEFINE CLUSTER (NAME(?BBCHILV.SOPPRINT) -                                
              VOLUMES(111111)        /* <--------------- CHANGE */  -           
              FILE(SOPRINT) -                                                   
              RECORDS(500,500) -                                                
              NONINDEXED -                                                      
              REUSE - 
              RECORDSIZE(3440,3440)) -                                          
              DATA (NAME(?BBCHILV.SOPPRINT.DATA))                               

Step 3 Save your changes.

Step 4 Submit the job.

Where to Go from Here

You must test the data collector to ensure that ULTRAOPT is collecting the 
application performance data from MAINVIEW for VTAM that is displayed 
on the MAINVIEW console. For more information, see “Data Collector Test 
Plan” on page 4-6.

If you have a license for ULTRAOPT, and you want to enable network 
control program (NCP) data collection, perform the tasks for “Customizing 
ULTRAOPT to Collect NCP Data” on page 4-2 before testing the data 
collector.
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Chapter 4 Additional Customization

This chapter provides more information about customizing MAINVIEW for 
VTAM for operation in your environment. This chapter contains the 
following sections:

Customizing ULTRAOPT to Collect NCP Data. . . . . . . . . . . . . . . . . . . . 4-2
Prerequisites . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4-2
Enabling NCP Data Collection  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4-3

Data Collector Test Plan . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4-6
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Customizing ULTRAOPT to Collect NCP Data
Customizing ULTRAOPT to Collect NCP Data

Network control program (NCP) is software that runs on an IBM 
communications controller.

NCP data collection is made available by enabling the network performance 
analyzer (NPA) collection facility within the ULTRAOPT component of 
MAINVIEW for VTAM.

If you have a license for ULTRAOPT and you want to enable NCP data 
collection, you must install and customize ULTRAOPT.

Prerequisites

For ULTRAOPT to read the NCP’s resource resolution table (RRT) member, 
access to the ncplib is required. The RRT is part of the output when the NCP 
source is assembled and is used to resolve resource names to element 
addresses within the NCP. To communicate with the NCP by using element 
addresses and to report statistics to MAINVIEW, ULTRAOPT must have the 
RRT.

To collect NCP performance data, access to the NCP source in sys1.vtamlst is 
required. ULTRAOPT uses the NCP VTAMLST member to build the 
line/physical unit (PU) hierarchy and to determine the “speed” of 
Synchronous Data Link Control (SDLC) line resources. For MAINVIEW to 
evaluate and display line utilization values, you must code the SPEED 
parameter at the GROUP or LINE level of SDLC lines within the NCP 
source.
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Enabling NCP Data Collection
Enabling NCP Data Collection

Summary: In this task, you will enable NCP data collection by customizing these 
ULTRAOPT data set members: hilevel.BBSAMP(SOPULTRA) and 
hilevel.BBSAMP(SOPVTAM).

Before You Begin

Table 4-1 summarizes and describes the tasks you must perform to enable 
NCP data collection. If ULTRAOPT is installed on your system, and has not 
been customized, perform the following tasks. If ULTRAOPT is installed on 
your system, and has been customized, begin with Task 2.

Table 4-1 Tasks for Enabling NCP Data Collection

Task Description

1 Begin to customize ULTRAOPT by performing the tasks that are described 
in the ULTRAOPT Customization Guide.

2 Add NCP statements in the SOPULTRA data set member.

3 Add NAPPLID and NCOLLECT statements in the SOPULTRA data set 
member.

4 Add an ACB definition in the SOPVTAM data set member.
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Enabling NCP Data Collection
To Add NCP Statements to the ULTRAOPT Started Task

Step 1 When performing the ULTRAOPT task, Creating the ULTRAOPT Started 
Task, or when editing hilevel.BBSAMP(SOPULTRA), add the following 
statements:

//STEPLIB DD DSN=hlq.BBLINK,DISP=SHR
DD DSN=ncplib

//VTAMLST DD DSN=sys1.vtamlst

ncplib must be concatenated to the list of APF-authorized STEPLIB data 
sets.

Step 2 Add the following statements to the SOPULTRA member:

• NAPPLID=NPA session ACB name (same as ACBNAME in Step 1 in the 
task “To Add an ACB Definition in SOPVTAM” on page 4-5)

• NCOLLECT=(NCPNAME.NPALUNAME)

For each NCP from which you want to collect data, add one of these 
statements. The NCPNAME will match the NCP source member in 
SYS1.VTAMLST. The NPALUNAME should match the first logical unit 
(LU) name that is defined in the NPARSC group of the NCP source.

Note: To enable NPA collection within the NCP, you must define a 
resource group with NPARSC=YES and you must add NPA=YES to the 
BUILD statement of the NCP. For more information, see the NCP 
Resource Definition Guide.

For more information about editing ULTRAOPT startup parameters, 
see the ULTRAOPT Customization Guide.

Step 3 Make other changes to the sample JCL as required at your site.

Step 4 Save your changes.

Step 5 Copy the member to your procedure library.
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Enabling NCP Data Collection
To Add an ACB Definition in SOPVTAM

Step 1 When performing the ULTRAOPT task, Copying VTAM Definitions to the 
VTAM Library, add an additional application control block (ACB) definition 
as follows:

SOPNPA APPL ACBNAME=SOPNPA,
AUTH=(ACQ,SPO),
PARSESS=NO

Note: The ACB definition is in hilevel.BBSAMP(SOPVTAM). The sample 
member is shown in the ULTRAOPT Customization Guide.

Step 2 Make other changes to the sample JCL as required at your site.

Step 3 Save your changes.

Step 4 Submit the job.

Where to Go from Here

For a list of the commands for NCP collection that can be issued through the 
ULTRAOPT command processor, see the MAINVIEW for VTAM User Guide.

After you have customized ULTRAOPT to collect NCP data, you must test 
ULTRAOPT to ensure that the product is collecting application performance 
data from MAINVIEW for VTAM. For more information, see “Data 
Collector Test Plan” on page 4-6.
BMC Software, Inc., Confidential and Proprietary Information

Chapter 4   Additional Customization 4-5



Data Collector Test Plan
Data Collector Test Plan

When you have installed and customized MAINVIEW for VTAM, you must 
test the data collector. The BMC Software product, ULTRAOPT, collects 
application performance data. This data is displayed on the MAINVIEW 
console.

To test the ULTRAOPT component of MAINVIEW for VTAM, perform the 
action items that are described in Table 4-2. For specific instructions on 
installing and customizing ULTRAOPT, see the OS/390 and z/OS Installer 
Guide and the ULTRAOPT Customization Guide. For information about 
using ULTRAOPT, see the ULTRAOPT User Guide.

Table 4-2 ULTRAOPT Test Plan

Item Action

1 Ensure that ULTRAOPT has been installed and customized.

2 Determine the test regions to be intercepted.
If this region is a CICS test region, you must enable Transid statistics by installing exit programs 
SOPCINIT and COPCUSxx.

3 Ensure that the BMC Software Primary Subsystem (BMCP) is started.

4 Start the ULTRAOPT subsystem.

5 Log on to the ULTRAOPT Monitor.

6 Type 1.1.1 to select the Global Optimization Control panel.

7 Perform one of the following steps:
• Type the Applid to include the selected test regions.
• Type asterisks (*) to include everything.

8 Issue the MVS console command to start interception by using the following command:
subsysid INT

9 If you are licensed for ULTRAOPT optimization, start the test regions to be intercepted and optimized.

10 Issue the MVS console command to display active sessions by using the following command syntax:
D subsysid,active

When the command has been issued, the test regions will show active to ULTRAOPT.

11 Log on a terminal session.

12 Examine the ULTRAOPT Subsystem Menu for current sessions, and verify that the terminal session 
is active.

13 Type 2.2.0 to select the Data Streams Optimized by LU/APPLID panel.

14 Generate terminal session activity on the test regions.

15 Verify that the LU that represents the terminal session shows statistics.

16 If you are licensed for ULTRAOPT optimization, verify that optimization is occurring.
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Chapter 5 Startup Parameters

This chapter describes startup parameters that you can use with MAINVIEW 
for VTAM. This chapter contains the following sections:

Parameter Descriptions . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 5-2
Parameters. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 5-2

NAPPLID—Set Application Name for NPA . . . . . . . . . . . . . . . . . . . 5-2
NCOLLECT—Define the NCP for NPA Collection . . . . . . . . . . . . . 5-3
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Parameter Descriptions
Parameter Descriptions

The descriptions of the startup parameters are listed alphabetically to help 
you find them more easily. In the startup procedure, you can use them in any 
order.

Parameters

This section lists the parameters that you can use in MAINVIEW for VTAM. 
For a list of the parameters that you can use in ULTRAOPT, see the 
ULTRAOPT Customization Guide. For a list of the parameters that you can 
use in MAINVIEW, see the MAINVIEW Administration Guide. For a list of 
the parameters that you can use in VTAM, see the IBM resource, VTAM 
Reference Summary.

NAPPLID—Set Application Name for NPA

This parameter specifies the required network performance analyzer (NPA) 
application name. The name is user-selectable and a maximum of eight 
characters.

The APPLID parameter must match the Applid coded as the label of the APPL 
macro in the application major node in VTAMLST. It is not the name of the 
major node.

If you are using the MAINVIEW for VTAM NCP data collection feature, 
you must add the following statement:

NAPPLID=NPA session ACB name

NPA session ACB name is the same as ACBNAME added in the Edit VTAM 
Applid Major Node Definitions task.

Note: For more information about editing the VTAM Applid major node 
definition, see the ULTRAOPT Customization Guide.
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NCOLLECT—Define the NCP for NPA Collection
NCOLLECT—Define the NCP for NPA Collection

This parameter defines the NCP for data collection.

If you are using the MAINVIEW for VTAM NCP data collection feature, 
you must add the following statement:

NCOLLECT=(NCPNAME.NPALUNAME)

NCPNAME will match the NCP source member in SYS1.VTAMLST. 
NPALUNAME will match the first logical unit (LU) name that is defined in 
the NPARSC group in the NCP source.

Note: To enable NPA collection within the NCP, you must define a 
resource group with NPARSC=YES and you must add NPA=YES to the 
BUILD statement of the NCP. For more information, see the NCP 
Resource Definition Guide.
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END USER LICENSE AGREEMENT
NOTICE

BY OPENING THE PACKAGE, INSTALLING, PRESSING “AGREE” OR “YES” OR USING THE PRODUCT, THE ENTITY OR INDIVIDUAL
ENTERING INTO THIS AGREEMENT AGREES TO BE BOUND BY THE FOLLOWING TERMS. IF YOU DO NOT AGREE WITH ANY OF
THESE TERMS, DO NOT INSTALL OR USE THE PRODUCT, PROMPTLY RETURN THE PRODUCT TO BMC OR YOUR BMC RESELLER,
AND IF YOU ACQUIRED THE LICENSE WITHIN 30 DAYS OF THE DATE OF YOUR ORDER CONTACT BMC OR YOUR BMC RESELLER FOR
A REFUND OF LICENSE FEES PAID. IF YOU REJECT THIS AGREEMENT, YOU WILL NOT ACQUIRE ANY LICENSE TO USE THE
PRODUCT.

This Agreement (“Agreement”) is between the entity or individual entering into this Agreement (“You”) and BMC Software Distribution, Inc., a
Delaware corporation located at 2101 CityWest Blvd., Houston, Texas, 77042, USA or its affiliated local licensing entity (“BMC”). “You” includes
you and your Affiliates. “Affiliate” is defined as an entity which controls, is controlled by or shares common control with a party. THIS AGREEMENT
WILL APPLY TO THE PRODUCT, UNLESS (1) YOU AGREED TO A WEB BASED LICENSE AGREEMENT WITH BMC WHEN ORDERING THE
PRODUCT, IN WHICH CASE THAT WEB BASED LICENSE AGREEMENT GOVERNS THE USE OF THE PRODUCT, OR (2) IF YOU DID NOT
AGREE TO A WEB BASED LICENSE AGREEMENT WITH BMC WHEN ORDERING THE PRODUCT AND YOU HAVE A WRITTEN LICENSE
AGREEMENT WITH BMC, THEN THAT WRITTEN AGREEMENT GOVERNS THE USE OF THE PRODUCT. THE ELECTRONIC AGREEMENT
PROVIDED WITH THE PRODUCT AS PART OF THE INSTALLATION OF THE PRODUCT WILL NOT APPLY. In addition to the restrictions
imposed under this Agreement, any other usage restrictions contained in the Product installation instructions or release notes shall apply to Your
use of the Product. 

PRODUCT AND CAPACITY. “Software” means the object code version of the computer programs provided, via delivery or electronic
transmission, to You. Software includes computer files, enhancements, maintenance modifications, upgrades, updates, bug fixes, and error
corrections. 

“Documentation” means all written or graphical material provided by BMC in any medium, including any technical specifications, relating to the
functionality or operation of the Software. 

“Product” means the Software and Documentation. 

“License Capacity” means the licensed capacity for the Software with the pricing and other license defining terms, including capacity restrictions,
such as tier limit, total allowed users, gigabyte limit, quantity of Software, and/or other capacity limitations regarding the Software. For licenses
based on the power of a computer, You agree to use BMC’s current computer classification scheme, which is available at tap://www.bmc.com or
can be provided to You upon request. 

ACCEPTANCE. The Product is deemed accepted by You, on the date that You received the Product from BMC.

LICENSE. Subject to the terms of this Agreement, as well as Your payment of applicable fees, BMC grants You a non-exclusive, non-transferable,
perpetual (unless a term license is provided on an order) license for each copy of the Software, up to the License Capacity, to do the following:

(a) install the Software on Your owned or leased hardware located at a facility owned or controlled by You in the country where You acquired the
license; 

(b) operate the Software solely for processing Your own data in Your business operations; and

(c) make one copy of the Software for backup and archival purposes only (collectively a “License”). 

If the Software is designed by BMC to permit you to modify such Software, then you agree to only use such modifications or new software
programs for Your internal purposes or otherwise consistent with the License. BMC grants You a license to use the Documentation solely for Your
internal use in Your operations.

LICENSE UPGRADES. You may expand the scope of the License Capacity only pursuant to a separate agreement with BMC for such expanded
usage and Your payment of applicable fees. There is no additional warranty period or free support period for license upgrades. 

RESTRICTIONS: You agree to NOT: 
(a) disassemble, reverse engineer, decompile or otherwise attempt to derive any Software from executable code; 

(b) distribute or provide the Software to any third party (including without limitation, use in a service bureau, outsourcing environment, or
processing the data of third parties, or for rental, lease, or sublicense); or

(c) provide a third party with the results of any functional evaluation or benchmarking or performance tests, without BMC’s prior written approval,
unless prohibited by local law.

TRIAL LICENSE. If, as part of the ordering process, the Product is provided on a trial basis, then these terms apply: (i) this license consists solely
of a non-exclusive, non-transferable evaluation license to operate the Software for the period of time specified from BMC or, if not specified, a 30
day time period (“Trial Period”) only for evaluating whether You desire to acquire a capacity-based license to the Product for a fee; and (ii) Your
use of the Product is on an AS IS basis without any warranty, and BMC, ITS AFFILIATES AND RESELLERS, AND LICENSORS DISCLAIM ANY
AND ALL WARRANTIES (INCLUDING, WITHOUT LIMITATION, THE IMPLIED WARRANTIES OF MERCHANTABILITY, FITNESS FOR A
PARTICULAR PURPOSE AND NON-INFRINGEMENT) AND HAVE NO LIABILITY WHATSOEVER RESULTING FROM THE USE OF THIS
PRODUCT UNDER THIS TRIAL LICENSE (“Trial License”). BMC may terminate for its convenience a Trial License upon notice to You. When
the Trial Period ends, Your right to use this Product automatically expires.   If You want to continue Your use of the Product beyond the Trial Period,
contact BMC to acquire a capacity-based license to the Product for a fee. 

TERMINATION. This Agreement shall immediately terminate if You breach any of its terms. Upon termination, for any reason, You must uninstall
the Software, and either certify the destruction of the Product or return it to BMC. 



OWNERSHIP OF THE PRODUCT. BMC or its Affiliates or licensors retain all right, title and interest to and in the BMC Product and all intellectual
property, informational, industrial property and proprietary rights therein. BMC neither grants nor otherwise transfers any rights of ownership in the
BMC Product to You. BMC Products are protected by applicable copyright, trade secret, and industrial and intellectual property laws. BMC
reserves any rights not expressly granted to You herein.

CONFIDENTIAL AND PROPRIETARY INFORMATION. The BMC Products are and contain valuable confidential information of BMC
(“Confidential Information”). Confidential Information means non-public technical and non-technical information relating to the BMC Products and
Support, including, without limitation, trade secret and proprietary information, and the structure and organization of the Software. You may not
disclose the Confidential Information to third parties. You agree to use all reasonable efforts to prevent the unauthorized use, copying, publication
or dissemination of the Product.

WARRANTY. Except for a Trial License, BMC warrants that the Software will perform in substantial accordance with the Documentation for a
period of one year from the date of the order. This warranty shall not apply to any problems caused by software or hardware not supplied by BMC
or to any misuse of the Software.

EXCLUSIVE REMEDY. BMC’s entire liability, and Your exclusive remedy, for any defect in the Software during the warranty period or breach of the
warranty above shall be limited to the following: BMC shall use reasonable efforts to remedy defects covered by the warranty or replace the
defective Software within a reasonable period of time, or if BMC cannot remedy or replace such defective copy of the Software, then BMC shall
refund the amount paid by You for the License for that Software. BMC’s obligations in this section are conditioned upon Your providing BMC prompt
access to the affected Software and full cooperation in resolving the claim. 

DISCLAIMER. EXCEPT FOR THE EXPRESS WARRANTIES ABOVE, THE PRODUCT IS PROVIDED “AS IS.” BMC, ITS AFFILIATES AND
LICENSORS SPECIFICALLY DISCLAIM ALL OTHER WARRANTIES, INCLUDING, WITHOUT LIMITATION, THE IMPLIED WARRANTIES OF
MERCHANTABILITY, FITNESS FOR A PARTICULAR PURPOSE, AND NON-INFRINGEMENT. BMC DOES NOT WARRANT THAT THE
OPERATION OF THE SOFTWARE WILL BE UNINTERRUPTED OR ERROR FREE, OR THAT ALL DEFECTS CAN BE CORRECTED.

DISCLAIMER OF DAMAGES. IN NO EVENT IS BMC, ITS AFFILIATES OR LICENSORS LIABLE FOR ANY SPECIAL, INDIRECT,
INCIDENTAL, PUNITIVE OR CONSEQUENTIAL DAMAGES RELATING TO OR ARISING OUT OF THIS AGREEMENT, SUPPORT, AND/OR
THE PRODUCT (INCLUDING, WITHOUT LIMITATION, LOST PROFITS, LOST COMPUTER USAGE TIME, AND DAMAGE OR LOSS OF USE
OF DATA), EVEN IF ADVISED OF THE POSSIBILITY OF SUCH DAMAGES, AND IRRESPECTIVE OF ANY NEGLIGENCE OF BMC OR
WHETHER SUCH DAMAGES RESULT FROM A CLAIM ARISING UNDER TORT OR CONTRACT LAW. 

LIMITS ON LIABILITY. BMC’S AGGREGATE LIABILITY FOR DAMAGES IS LIMITED TO THE AMOUNT PAID BY YOU FOR THE LICENSE TO
THE PRODUCT.

SUPPORT. If Your order includes support for the Software, then BMC agrees to provide support (24 hours a day/7 days a week) (“Support”). You
will be automatically re-enrolled in Support on an annual basis unless BMC receives notice of termination from You as provided below. There is a
free support period during the one year warranty period. 

(a) Support Terms. BMC agrees to make commercially reasonable efforts to provide the following Support: (i) For malfunctions of supported
versions of the Software, BMC provides bug fixes, patches or workarounds in order to cause that copy of the Software to operate in substantial
conformity with its then-current operating specifications; and (ii) BMC provides new releases or versions, so long as such new releases or versions
are furnished by BMC to all other enrolled Support customers without additional charge. BMC may refuse to provide Support for any versions or
releases of the Software other than the most recent version or release of such Software made available by BMC. Either party may terminate Your
enrollment in Support upon providing notice to the other at least 30 days prior to the next applicable Support anniversary date. If You re-enroll in
Support, BMC may charge You a reinstatement fee of 1.5 times what You would have paid if You were enrolled in Support during that time period.

(b) Fees. The annual fee for Support is 20% of the Software’s list price less the applicable discount or a flat capacity based annual fee. BMC may
change its prices for the Software and/or Support upon at least 30 days notice prior to Your support anniversary date. 

VERIFICATION. If requested by BMC, You agree to deliver to BMC periodic written reports, whether generated manually or electronically, detailing
Your use of the Software in accordance with this Agreement, including, without limitation, the License Capacity. BMC may, at its expense, audit
Your use of the Software to confirm Your compliance with the Agreement. If an audit reveals that You have underpaid fees, You agree to pay such
underpaid fees. If the underpaid fees exceed 5% of the fees paid, then You agree to also pay BMC’s reasonable costs of conducting the audit. 

EXPORT CONTROLS. You agree not to import, export, re-export, or transfer, directly or indirectly, any part of the Product or any underlying
information or technology except in full compliance with all United States, foreign and other applicable laws and regulations.    

GOVERNING LAW. This Agreement is governed by the substantive laws in force, without regard to conflict of laws principles: (a) in the State of
New York, if you acquired the License in the United States, Puerto Rico, or any country in Central or South America; (b) in the Province of Ontario,
if you acquired the License in Canada (subsections (a) and (b) collectively referred to as the “Americas Region”); (c) in Singapore, if you acquired
the License in Japan, South Korea, Peoples Republic of China, Special Administrative Region of Hong Kong, Republic of China, Philippines,
Indonesia, Malaysia, Singapore, India, Australia, New Zealand, or Thailand (collectively, “Asia Pacific Region”); or (d) in the Netherlands, if you
acquired the License in any other country not described above. The United Nations Convention on Contracts for the International Sale of Goods is
specifically disclaimed in its entirety.

ARBITRATION. ANY DISPUTE BETWEEN YOU AND BMC ARISING OUT OF THIS AGREEMENT OR THE BREACH OR ALLEGED BREACH,
SHALL BE DETERMINED BY BINDING ARBITRATION CONDUCTED IN ENGLISH. IF THE DISPUTE IS INITIATED IN THE AMERICAS
REGION, THE ARBITRATION SHALL BE HELD IN NEW YORK, U.S.A., UNDER THE CURRENT COMMERCIAL OR INTERNATIONAL, AS
APPLICABLE, RULES OF THE AMERICAN ARBITRATION ASSOCIATION. IF THE DISPUTE IS INITIATED IN A COUNTRY IN THE ASIA
PACIFIC REGION, THE ARBITRATION SHALL BE HELD IN SINGAPORE, SINGAPORE UNDER THE CURRENT UNCITRAL ARBITRATION
RULES. IF THE DISPUTE IS INITIATED IN A COUNTRY OUTSIDE OF THE AMERICAS REGION OR ASIA PACIFIC REGION, THE
ARBITRATION SHALL BE HELD IN AMSTERDAM, NETHERLANDS UNDER THE CURRENT UNCITRAL ARBITRATION RULES. THE
COSTS OF THE ARBITRATION SHALL BE BORNE EQUALLY PENDING THE ARBITRATOR’S AWARD. THE AWARD RENDERED SHALL
BE FINAL AND BINDING UPON THE PARTIES AND SHALL NOT BE SUBJECT TO APPEAL TO ANY COURT, AND MAY BE ENFORCED IN
ANY COURT OF COMPETENT JURISDICTION. NOTHING IN THIS AGREEMENT SHALL BE DEEMED AS PREVENTING EITHER PARTY
FROM SEEKING INJUNCTIVE RELIEF FROM ANY COURT HAVING JURISDICTION OVER THE PARTIES AND THE SUBJECT MATTER OF
THE DISPUTE AS NECESSARY TO PROTECT EITHER PARTY’S CONFIDENTIAL INFORMATION, OWNERSHIP, OR ANY OTHER



PROPRIETARY RIGHTS. ALL ARBITRATION PROCEEDINGS SHALL BE CONDUCTED IN CONFIDENCE, AND THE PARTY PREVAILING IN
ARBITRATION SHALL BE ENTITLED TO RECOVER ITS REASONABLE ATTORNEYS’ FEES AND NECESSARY COSTS INCURRED
RELATED THERETO FROM THE OTHER PARTY. 

U.S. GOVERNMENT RESTRICTED RIGHTS. The Software under this Agreement is “commercial computer software” as that term is described in
48 C.F.R. 252.227-7014(a)(1). If acquired by or on behalf of a civilian agency, the U.S. Government acquires this commercial computer software
and/or commercial computer software documentation subject to the terms of this Agreement as specified in 48 C.F.R. 12.212 (Computer Software)
and 12.211 (Technical Data) of the Federal Acquisition Regulations (“FAR”) and its successors. If acquired by or on behalf of any agency within the
Department of Defense (“DOD”), the U.S. Government acquires this commercial computer software and/or commercial computer software
documentation subject to the terms of this Agreement as specified in 48 C.F.R. 227.7202 of the DOD FAR Supplement and its successors.

MISCELLANEOUS TERMS. You agree to pay BMC all amounts owed no later than 30 days from the date of the applicable invoice, unless
otherwise provided on the order for the License to the Products. You will pay, or reimburse BMC, for taxes of any kind, including sales, use, duty,
tariffs, customs, withholding, property, value-added (VAT), and other similar federal, state or local taxes (other than taxes based on BMC’s net
income) imposed in connection with the Product and/or the Support. This Agreement constitutes the entire agreement between You and BMC and
supersedes any prior or contemporaneous negotiations or agreements, whether oral, written or displayed electronically, concerning the Product
and related subject matter. No modification or waiver of any provision hereof will be effective unless made in a writing signed by both BMC and
You. You may not assign or transfer this Agreement or a License to a third party without BMC’s prior written consent. Should any provision of this
Agreement be invalid or unenforceable, the remainder of the provisions will remain in effect. The parties have agreed that this Agreement and the
documents related thereto be drawn up in the English language. Les parties exigent que la présente convention ainsi que les documents qui s’y
rattachent soient rédigés en anglais.
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